
 

 

 

 

MONTAGE STICK 
 
Montage STICK is a high strength water based adhesive that can be used in a 
wide variety of home improvement applications. It does not contain any 
solvents. 
 
PHYSICAL AND TECHNICAL PROPERTIES    
Colours: White.  It can be painted after curing. 
Density : 1,34 g/cm3 
Application temperature : +10oC to + 40oC 
Temperature variations  resistance: -15oC to +60oC 
Skin formation time: 5-10 min 
Initial tack (on porous substrate) : 10 min  
(depending on environmental condition) 
Hardness SHORE A: 803 
Tensile strength : 4,5 N/mm2 

Thixotropy: Suitable for vertical applications (it does not sag) 
Adhesion: Excellent adhesion on a big variety of porous as well as non-
porous substrates without primer. 
 
 
APPLICATION FIELDS 
It is especially suitable for adhering polystyrene sheets to metal or 
concrete substrates, pvc cables and canals to walls, and decorative 
gypsum elements to walls. In general, it can be used for adhering several 
dissimilar substrates such as wood, metal, concrete, plastic, etc. At least 
one of the joining surfaces has to be porous.   

 
APPLICATION INSTRUCTIONS 
The environmental temperature must not be below 10oC during application. 
Preparation: The substrate must be free of dust and loose particles. Montage 
Stick can be applied even on wet surfaces.  
Adhering: We put the cartridge into the suitable gun, cut the nozzle slantwise 
to form the desirable opening and apply Montage Stick on one of the surfaces 
that need to be adhered together. We join the two surfaces and keep them 
pressed for a few minutes. The final strength of the adhesive has been 
achieved after several hours.   
Cleaning of tools and hands: Unless dry, the adhesive is easily removed with 
water (preferably hot). If dry, it is removed mechanically (by scraping). 
Montage Stick is normally harmless and it does not need special precautions 
during application. 
 
SHELF LIFE 
Montage Stick can be stored for at least 12 months after the production date. 
 

 

 



 

 

 

 

 

 

 

Warning to users 

The information contained in this document is given in good faith based on our current 

knowledge. It is only an indication and is in no way binding, particularly as regards 

infringement of or prejudice to third party rights through the use of our products. ELASTOTET 

GUARANTEES THAT ITS PRODUCTS COMPLY WITH ITS SALES SPECIFICATIONS. This 

information must on no account be used as a substitute for necessary prior tests which alone 

can ensure that a product is suitable for a given use. Users are responsible for ensuring 

compliance with local legislation and for obtaining the necessary certifications and 

authorisations. Users are requested to check that they are in possession of the latest version 

of this document and ELASTOTET is at their disposal to supply any additional information. 

 
 
 

 


